displayed only for the
user (IST or USER
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Attachment 1. Add New Level 4
CCR: Baseline: 3/14/97 Query Date: 3/20/97

L4 paragraph_id req_key rel req_type req_status ver_method | ver_status CCR | clarification text

E-FUI-09663 new B functional approved demo unverified The FOS shall provide
the capability to
configure an events
display as either alocal
eventsdisplay or a
global events display.

F-FUI-09665 new B functional approved demo unverified The FOS shall provide
the capability for a user
to display both alocal
eventsdisplay and a
global eventsdisplay.

F-DMS-01290 new B functional approved demo unverified Local eventsare The FOS shall provide

the capability to generate
either local or global

Station) that’s involved

events.

in a“dedicated service”
(e.q., dedicated replay or
other standalone
operations); Global
events are multicast to
al ISTsand User
Stations.




97-0460 Page 3 of 4

Attachment 2: Add RBR/L4 Link
CCR: Baseline: 3/14/97 Query: 3/20/97

RBR Level 4

paragraph_id paragraph_id

EOC-9025#B F-DMS-01290
EOC-9025#B F-FUI-09665
EOC-9090#B F-FUI-09663
ICC-6525#B F-DMS-01290
ICC-6525#B F-FUI-09665
ICC-6590#B F-FUI-09663

Attachment 3: Add Component to Component Class

CCR: Baseline: 3/14/97  Query: 3/20/97

Component paragraph_id | component_type | dev_category text CCR
FuEvEvtdis Object Develop FOS Object

FuEvEvtdis Object Develop FOS Object
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Attachment 4: Add Component Link to Level 4
CCR # Baseline: 3/14/97 Query: 3/20/97

Component paragraph_id

Level 4 paragraph_id

FdEvEventArchiver E-DMS-01290
FuEvEvtdis E-FUI-09665
FuEvEvtdis E-FUI-09663

Note: IT_FOSto L4 links will be provided in a future CCR.



