LEVEL_4	Contains Level 4 requirements which were expanded from the REQ_BY_REL class. Objects in this class are mapped to objects in REQ_BY_REL, IT_FOS, IT_A, IT_B, COTS, and COMPONENT classes. All relationships are defined as many-to-many relationship.

	

	Owners of the class: SCDO; FOS

	

	

Attribute Name	Attribute Description



PARAGRAPH_ID	Mandatory. Unique. Level 4 requirement identifier. 

	Alpha-numeric; 

	Format: [seg-id]-[subsystem-id]-[seq#]



[seg-id]	1 character identifies an ECS segment

C for CSMS

F for FOS

S for SDPS

[subsystem-id]   A 3-character uniquely identifies a subsystem within ECS:

CSMS:	MSS, ISS, CSS

FOS: 	PAS, CMS, CMD, TLM, RMS, ANA, FUI, DMS, FOS, HRD

SDPS:	DMS, PLS, CLS, IOS, INS, DSS, DPS

Toolkit:	TKD, TKS (Note: TKD and TKS toolkit IDs are not subsystems per se, but subsystem indicators used to denote the DAAC toolkit version and the SCF toolkit version, respectively. The TKD L4 requirements will map to the standard Ir1, A, B and C release fields whereas the TKS L4 requirements will map to TK5, TK5a and TK5b release fields only)

[seq#]	A 5-digit sequential number must conform with CI/Service numbering guidelines as shown below. 





	L4 ID numbering guidelines based on CI/Services

Segment�Subsystem�CSCI/HWCI�New Numbers��SDPS�Client (CLS)�DESKT�S-CLS-0nnnn����WKBCH�S-CLS-1nnnn���Interoperability (IOS)�ADSRV�S-IOS-0nnnn����ADSHW�S-IOS-6nnnn��SDPS�Data Management (DMS)�LIMGR�S-DMS-0nnnn����DIMGR�S-DMS-1nnnn����DDICT�S-DMS-2nnnn����GTWAY�S-DMS-3nnnn����ASTGW�S-DMS-4nnnn����DMGHW�S-DMS-6nnnn��SDPS�Data Server (DSS)�SDSRV�S-DSS-0nnnn����DDSRV�S-DSS-1nnnn����STMGT�S-DSS-2nnnn����DDIST�S-DSS-3nnnn����ACMHW�S-DSS-6nnnn����WKSHW�S-DSS-7nnnn����DRPHW�S-DSS-8nnnn����DIPHW�S-DSS-9nnnn��SDPS�Ingest (INS)�INGST�S-INS-0nnnn����ICLHW�S-INS-6nnnn��SDPS�Planning (PLS)�PLANG�S-PLS-0nnnn����PLNHW�S-PLS-6nnnn��SDPS�Data Processing (DPS)�PRONG�S-DPS-2nnnn����[DPREP]��S-DPS-3nnnn����AITTL�S-DPS-4nnnn����SPRHW�S-DPS-6nnnn����AITHW�S-DPS-7nnnn����AQAHW�S-DPS-8nnnn�������CSMS�CSMS (HRD labels were only used in Rel A)�MSS-MHCI�C-HRD-1nnnn����CSS-DCHCI�C-HRD-2nnnn����ISS-INHCI�C-HRD-3nnnn����EDF�C-HRD-4nnnn��CSMS�MSS�general�C-MSS-1nnnn����mgmt agent�C-MSS-3nnnn����configuration mgmt�C-MSS-4nnnn����fault/

performance�C-MSS-6nnnn����security/

accountability�C-MSS-7nnnn����DBMS�C-MSS-9nnnn��CSMS�CSS�general�C-CSS-00nnn����dof�C-CSS-01nnn����CSS-DCHW;

CSS-DCHCI(A)�C-CSS-02nnn or

C-CSS-03nnn����CSS DCCI�C-CSS-1nnnn����directory service�C-CSS-20nnn����security service�C-CSS-21nnn����message service�C-CSS-22nnn����event service�C-CSS-23nnn����lifecycle service�C-CSS-24000����time service�C-CSS-25nnn����thread service�C-CSS-26nnn���������event logger�C-CSS-28nnn���������file access�C-CSS-60nnn����electronic mail�C-CSS-61nnn����bulletin board�C-CSS-62nnn����virtual terminal�C-CSS-63nnn��CSMS�ISS�ISS�C-ISS-nnnnn��



REQ_TYPE	Mandatory. Indicates the type of requirement. Select one or more from the list below:

'performance'

'functional'

'operational'

'procedural'

'interface'

'security'

'RMA'

'standards'

'evolvable'

'derived' 



“derived”

The ‘derived’ value shall apply only to L4 requirements with no RBRs.  Use of this value should not be used to offset orphans, i.e., it must be for requirements which are truly derived from ECS development.







RELEASE	Mandatory. Indicates the release that in which the requirement will be delivered. Select one from the list below:

'A'		Release A

'B'		Release B

‘B0’		SCDO Release B0

‘B1’		SCDO Release B1

'C'		Release C

'Ir1'		Interim Release 1

‘FPB’		FOS post release B

'TK5'		Toolkit 5 for SCF

'TK5a'		Toolkit 5 for Release A

'TK5b'		Toolkit 5 for Release B

‘N/A’		This option is only applicable to

		SCF toolkit requirement



VERIFICATION-STATUS	Mandatory. Indicates requirement verification status by SI&T. Select one from the list below:

'verified'

'unverified'

‘partially verified’

‘deleted’ 

Default value is ‘unverified’



“deleted’’

This option will ONLY be used to DELETE an object that has missing mandatory attribute.  ABSOLUTELY nothing else.





Default option is 'unverified'.  A blank in this field also indicates ‘unverified’.



VERIFICATION_METHOD	Mandatory. Indicates method of verification. Select one from the list below:

'test'

'demo'

'analysis'

'inspection'

'test/demo'

'inspection/test'

'test/analysis'

'demo/inspection'

‘deleted’ 



“deleted’’

This option will ONLY be used to DELETE an object that has missing mandatory attribute.  ABSOLUTELY nothing else.





TEXT	Mandatory. Requirement text; Max. length 16K octets.



CCR	Mandatory.  Contains the CCR id number and revision, if any, generated and authorized by the CCB. Alpha-numeric, max. length 8 octets.



REQ_STATUS	Indicates status of the requirement. Select one from the list below:

'approved'

'disapproved'

'in-review'

'delayed'

'agreed'

'incremental'

‘deleted’



“deleted’’

This option will ONLY be used to DELETE an object that has missing mandatory attribute.  ABSOLUTELY nothing else.



SECTION_NUMBER		List the DID 304 section number that contains this requirement. Alpha-numeric, max. length 12 octets.



RELB_SEC_NO	Section number of the requirement. Alpha-numeric, max. length 12 octets.



REQT_COMMENT	Additional comment which further clarifying the requirement. Alpha-numeric, max. length 75 octets.



SOURCE_INTERFACE		Source identifier of the interface. Must be entered if requirement type is the interface requirement; Alpha-numeric, max. length 15 octets.



DESTINATION_INTERFACE	Destination identifier of the interface. Must be entered if requirement type is the interface requirement; Alpha-numeric, max. length 15 octets.



SOURCE_REQUIREMENT	Y/N. Indicates whether or not this requirement came from a requirement document. If not (N), it is a derived  requirement.



OBJECT_ID	Internal requirement key to the database. This numeric sequence key is automatically generated by RTM whenever a requirement is created, replaced, or substituted. It is used as index to the database and is also used to link between objects from different classes.



STATUS	System status of requirement.

'Current'

'Replaced'

'Expanded’

'Focused’

‘Deleted'



CREATED_BY	Logon id of  requirement creator; Alpha-numeric, max. length 30 octets.



DOCUMENT_ID	Name of the source requirement document where this requirement was stripped. It is used to rebuild the source requirement document.
 
Alpha-numeric, max. length 45 octets.





TIME_CREATED	Requirement creation date and time. Max. length 22 octets. Format:  DD-MON-YYYY@HH24:MI:SS 



TIME_MODIFIED	Date and time of last modification. Max. length 22 octets. Format:  DD-MON-YYYY@HH24:MI:SS 



QUERY	Additional text describing uniqueness of requirement. Max. length 16K octets.



CLARIFICATION	Additional text further clarifying the complexity of the requirement.  Max. length 16K octets.
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